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Emerald Doors has compiled this collection of terms and options for 

our doors and entryways to make selecting your new door or entryway easier.  

Please feel free to call or email if you have any questions or need additional information. 

 

Stain Samples, Glass Samples and Door Handle Catalogs Upon Request. 
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Brick Molding  

Keystone  

Rosettes  

Standard Trim  

Ledge & Dentil  

Handle Set  

Lock Stile  

Threshold  

Center Bevel Set  

Caming  

Background Glass  

Panel  

Rail  

Border Glass  

Door Jamb / Frame  

Standard Trim  

Hinge Stile  

Corner Bevel Set  
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Brick Molding:  Decorative trim surrounding door jamb/frame on the exterior.  Straight or 

curved depending on shape of entryway.  2ò is standard with other widths available. 

 

 

 

 

 

 

Cylinder Lock: See Handle Set page 5 

 

Door Handing:  Direction door opens and placement of handle set.  Determined from out-

side (exterior) of door. 

 

  

 

 

 

 

 

Flush Bolts:  Locks the inactive door in place for double doors.  6ò on the bottom and ei-

ther 6ò or 12ò on the top depending on height of the doors.  
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Left Hand Right Hand 

T-astragal 

Flush Bolt 

Brick Molding 

T-astragal 

Flush Bolt 
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Handle Set:   Decorative door knob with lock.  Types are mortise and cylinder.  Door lock 

stile is cut to accept lockset.  Available in various designs and finishes. 

  

Mortise Lock:  Most secure form of entry handle set.  A special pocket cut in the 

lock stile of the door allows a mortise lock body to slide into a pocket cut into the 

lock stile of the door providing superior protection.  Lock body weighs 2 lbs 11 oz.  

Top deadbolt and thumb latch locks.  Can set to automatically lock after door is 

opened by pressing a button. 

  

 

 

 

 

 

 

 

   

 Cylinder Lock:  The cylinder lock keeps the dead bolt and thumb latch separate.   

 Each part is fitted into a separate hole cut into the lock stile.  Dead bolt locks but

 Thumb latch does not. 
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 Hinge Stile:   Vertical door part that is hinged to the jamb/frame. 

 

 Hinges:  Heavy duty ball bearing hinges are used by Emerald Doors.  Polished brass  

 hinges are included with all pre hung doors. 

  Options for other hinge finishes: 

   French Antique  Oil Rubbed Bronze  Satin Nickel 

   Satin Steel   Pewter   Polished Chrome 

   Satin Chrome  Flat Black   Deep Burgundy 

   Medium Bronze  Rust    Silver Patina 

  

Hinge Tips:   Adds decorative tips to your hinges.  Choice of ball or steeple. 

 

 

 

 

  

 

  

 Interior Casing:  Decorative trim surrounding the jamb/frame on interior.  

 

Jamb/Frame:  Wood that surrounds the door, sidelights and transom providing strength and 

stability.  Brick molding surrounds and finishes off the exterior and interior casing sur-

rounds the interior. The door hinges to the  jamb/frame.  The jamb/frame incases the side-

lights and transom.  Standard sizes are 4 9/16ò for 2 x 4 wall construction and 6 9/16ò for 2 

x 6 wall construction.  Custom sizes are available. 

  

 Lock Stile:  Vertical door part that is cut for handle set and lock type. 

 

 Mortise Lock:  See Handle Set page 5 

Ball Hinge Tips 
Steeple Hinge Tips 

E merald D oors 



 Components 

EmeraldDoors.com 7 
(877) 601-3874 

Panels:  Double floating panels allow for the different temperatures present on the interior 

and exterior of your home.  Each panel is allowed to move independently prohibiting stress.  

Available profiled, grooved or flat.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Rail:  Horizontal door or sidelight part.  Includes top rails, mid rails and bottom rails. 

 

Sidelight:  Side panel/window beside a single or double doors.  Depending on the style may 

have decorative beveled glass, stained glass, clear glass, beveled edge glass, textured glass, 

true divided lites or wood grilles.  See page 20 for sidelight styles. 
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Profiled Panels Grooved Panels Flat Panels 

Single Door 

With  

Sidelights 

Double Doors 

with 

Sidelights 
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 Sweep:  Weather seal on the bottom of the door that makes contact with the threshold  

 sealing out the elements. 

 

 

T-astragal:  Vertical piece of wood used for double doors.  Attaches to the inactive door 

and houses the flush bolts. 

 

 

 

 

 

 

 

 

 

  

 

 

True Divided Lites:  Also referred to as authentic divided lites.  Consists of individual 

glass units separated by wood trim.  Available in doors, sidelights and transoms.  May con-

tain clear, textured or beveled insulated glass. 

 

 

 

 

 

 

 

 

 

 

 

Threshold:  Anodized aluminum threshold fits under the door.  Oak adjustable strip allows 

for adjustment so door sweep maintains contact with threshold preventing drafts. 
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T-astragal 

Flush Bolt Flush Bolt Flush Bolt 


